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PRODUCT NUMBER & COLOR  
#5071 High Performance Masking Tape (yellow) 3/4" (18mmx55m) 48/cs 
#5073 High Performance Masking Tape (yellow) 1 1/2" (36mmx55m) 24/cs 
#5074 High Performance Masking Tape (yellow) 2" (48mmx55m) 24/cs 
 
DESCRIPTION  
5 STAR XTREME’s NEW High Performance (Yellow) Masking Tape is coated with a stain resistant 
pressure-sensitive natural rubber adhesive and is specially designed to stick firmly and securely to 
most surfaces with clean removal. Offers an excellent balance of quick stick, panel adhesion and 
holding properties.  

• High Quality Tape 
• Supports American Workers 
• Durable Use 
• Economical for Every Shop 
• MADE BETTER IN THE USA 

 
PRODUCT APPLICATION  
For paint masking applications requiring adhesion to and removal from a variety of surfaces. 
 
TECHNICAL DATA 
Backing: Crepe 
Adhesive: Natural Rubber 
Adhesion to Steel: 40 oz./in of width 
Tensile Strength : 23 lbs./in of width 
Elongation: 6% 
Total Thickness: 6.0 mils 
Quick Stick to Steel: 15 oz./in of width 
Temperature Resistance: 250F  
(30 mins clean test removal: 250F, 180˚Adhesion) 
Color: Yellow 
  
 
FOR INDUSTRY USE ONLY 
 
SEE PRODUCT LABELS FOR ADDITIONAL INFORMATION. 
Manufactured for: Autobody Brands International a division of IAMG – 
International Autobody Marketing Group - www.5starxtreme.com 
Scottsdale, Arizona (1-87-REFINISH).  
 


