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PRODUCT DESCRIPTION: 
 
5 STAR ADVANTAGE Autobody Products® has been a LEADER in exceptional 
finishes for over 30 years! 
 
5101-EVIR Rapid Air Dry Clearcoat (Electric Vehicle/Infrared)  is a 4:1 mix, 2.1 VOC 
high quality, premium two-coat speed clear. Designed to hustle, this product provides 
not only excellent UV resistance, but excellent sag resistance, exceptional gloss and 
DOI within a true 90 minute window to cut and buff.  
 
*Unique proprietary anti-static formula minimizes dust attraction while air drying! 
*Unique proprietary resins, additives and catalysts formulated for IR cure! 
 
IR and low-bake cure offer unprecedented cure speeds under 10 minutes with excellent 
flow, leveling and gloss for a two-coat (Option for three-coats for heavier cut and buff 
increases cure times by 50-100%) spot, panel, multi-panel and overall refinishing.  
 
PRODUCT NUMBER DESCRIPTION – 2.1 VOC   
#5101-EVIR-01         Rapid Air Dry Clearcoat   Gallon  
#5101-EVIR-04         Rapid Air Dry Clearcoat  Quart  
#5102-EVIR-04         Rapid Air Dry Activator   Quart 
#5102-EVIR-16         Rapid Air Dry Activator  Half Pint 
*#5103-EVIR-04  Rapid Air Dry DTM Activator Quart  
*#5103-EVIR-16  Rapid Air Dry DTM Activator Half Pint 
 
*For Direct to Metal, Mild Steel and Aluminum applications use #5103-EVIR DTM 
Activator (test panel for compatibility). Use 5 STAR ADVANTAGE #59007 adhesion 
promoter over other substrates.  
 
*For DTM applications DO NOT accelerate cure with IR or baking! For best adhesion 
sand the substrate with 220, 320 or 400 grit sandpaper and test adhesion with a cross 
hatch test prior to applying to large areas. If applying to non-sanded metal surfaces, test 
adhesion on a small area of the same material using a cross hatch adhesion test prior 
to applying to a finished part/surface. 
 
SURFACE PREP 
Use 5 STAR ADVANTAGE Wax & Grease Remover to clean substrate free of grease, 
dirt, and foreign contaminants.  
 
APPLICATION 
Apply 2 medium wet coats over substrate to desired film thickness. Apply approximately.  
3 mils wet (1 mil dry) per coat. Applications over 2 mils dry will extend cure times.  



TECH DATA 
Solids wt. (as mixed) 
Solids vol. (as mixed)  
VOC as mixed 
Color 

35% 
32% 
2.1 lb/gal 
Water white 

The 90 minute cut & buff time is based on 2 mils DFT. A 3 mil DFT will extend cut and buff 
time to approximately 150+ minutes. Allow 5-10 minutes between coats. Clean gun after 
spraying is completed.  
 
MIXING DIRECTIONS  
Mix four (4) parts #5101-EVIR with one (1) part selected activator.  
May be reduced up to 5% with 0 VOC Urethane Reducers.  
DRY / FLASH TIMES 
For Electric Vehicles: AIR DRY @ 75˚F / 50% RH 
Flash between coats   5-10 minutes 
Dust Free    10-15 minutes 
Tack Free    15-20 minutes 
Cut & Buff    90 minutes  
 
Exceptionally versatile curing options: 5-10 minutes cure with IR, <10 minutes with 
low bake @ 125F; 90 minutes air dry at 70F 
 
Amazing IR cure speeds of 5-10 minutes! (After 5-10-minute flash also required by 
UV cured clears, assumes maximum DFT of 2 mils and proper air flow, higher DFT will 
increase cure times and required flash times. Also NOTE: testing seems to point to 
much lower flash times needed, in the order of 2-5 minutes instead of 10 minutes, 
depending on air flow temperature and humidity!).  
 
Cures like a UV cured Clear, without the hassles and limitations. 
Low temperature baking option, cures in under 10 minutes at 125F 
NOTE: All Cut & Buff times are for light Cut & Buff to remove dirt/lint, it is not for 
aggressive cut & buff which requires longer cure times. 
 
DRY / FLASH TIMES 
FORCE DRY 
 
Flash before force dry  10 minutes minimum 
Force dry time   10-15 minutes @ 140˚F 
Sand & Buff    After 30-90 minutes cool down 
 
GUN SETUPS 
Conventional 
Gravity Feed    1.2mm-1.4mm 
Siphon Feed    1.2mm-1.4mm 
 
AIR PRESSURES 
Conventional @ the Gun 
Gravity Feed    30-40 psi  
Siphon Feed    35-45 psi 
HVLP @ cap    8-10 psi 
 



POT LIFE @ 75˚F 
Approximately 1.5 hours.  
 
CLEAN UP 
Use 5 STAR ADVANTAGE Urethane Reducer, Lacquer Thinner or 0 VOC Solvents. 
Check local regulations.  
PHYSICAL DATA 
NOTE: Our products are not recommended for use in temperatures below 60° F. Use 
below these temperatures will affect dry times and performance.  
SAFETY INFORMATION - FOR INDUSTRY USE ONLY  
PHYSICAL APPEARANCE : Liquid 
IMMEDIATE CONCERNS : DANGER! Flammable liquid and vapor. May cause eye, 
skin and respiratory tract irritation. May cause asphyxiation, or brain, lung or other organ 
injury if inhaled, swallowed or absorbed by the skin. 
HAZARDOUS WARNING LABEL: DANGER!  FLAMMABLES!  Highly flammable 
liquid and vapour. Harmful if swallowed.  Causes serious eye irritation.  Causes 
skin irritation.  May cause an allergic skin reaction. May cause respiratory 
irritation.  
May cause drowsiness and dizziness.  May cause damage to organs through 
prolonged or repeated exposure. PRECAUTIONARY STATEMENTS: Obtain special 
instructions before use.  Ground / bond container and receiving equipment. Use 
explosion-proof electrical/ventilating/lighting equipment. ie only non-sparking tools. Take 
precautionary measures against static discharge. Do not breathe dust / fume / gas / mist 
/ vapours / spray. Wash thoroughly after handling. Do not eat, drink or smoke when 
using this product. Contaminated work clothing should not be allowed out of the 
workplace. Use only outdoors or in a well-ventilated area. Wear protective 
gloves/protective clothing/eye protection/face protection. IF SWALLOWED: Call a 
POISON CENTER or doctor / physician if you feel unwell. IF ON SKIN: Wash with 
plenty of soap and water. Get medical advice/attention if you feel unwell. IF ON SKIN 
(or hair): Remove/Take off immediately all contaminated clothing and rinse skin with 
water/shower. IF IN EYES: Rinse cautiously with water for several minutes and remove 
contact lenses, if present and easy to do. Continue rinsing. IF INHALED: Remove victim 
to fresh air and keep at rest in a position comfortable for breathing. Rinse mouth. If skin 
irritation occurs: Get medical advice / attention. Take off contaminated clothing and 
wash before reuse. Wash contaminated clothing before reuse. If eye irritation persists: 
Get medical advice/attention. If skin irritation or rash occurs: Get medical 
advice/attention. In case of fire: Use chemical extinguisher or chemical foam 
extinguisher for extinction. Store in a well-ventilated place. Keep cool. Keep container 
tightly closed. Store locked up. Dispose of contents/container to proper regulations. 
INGESTION : Do not induce vomiting, and seek immediate medical attention.  Do not 
attempt to give any liquids if victim is unconscious. KEEP OUT OF REACH OF 
CHILDREN! Empty containers retain product residue and can be dangerous. Do not 
pressurize, cut weld, braze, solder, drill, grind, or expose such containers to heat, flame, 
sparks static electricity, or other sources of ignition. NOTES TO PHYSICIAN: If the 
victim is a child, give no more than 1 glass of water and 15cc (1 tablespoon) syrup of 
ipecac. If symptoms such as loss of gag reflex, convulsions, or unconsciousness occur 



before emesis, gastric lavage should be considered following intubation with a cuffed 
endotracheal tube. Emergency telephone number: US 1-800-424-9300 / Canada: 
(001) 703-527-3887 Monday to Friday 24/hrs day. KEEP OUT OF REACH OF 
CHILDREN.  ABI/Autobody Brands International a division of IAMG/International 
Autobody Group  1-87-REFINISH or www.5staradvantage.com / 1505 N. Hayden Rd, 
Ste 111, Scottsdale, AZ 85257 

http://www.5staradvantage.com/

